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Features:	  	  	  

	  

	  
E-‐3M21C	  3MP	  color	  display	  

	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  
	  	  One	  by	  one	  DICOM	  Part	  14	  calibration,	  diagnosis	  more	  accurate	  
l	  	  Uniformity	  luminance	  technology(ULT)	  guarantees	  more	  steady	  images	  
l	  	  Up	  to	  12	  bit	  grayscale	  look	  up	  table(LUT)	  technology	  
l	  	  Top	  speed	  luminance	  stability	  technology	  
l	  	  Built-‐in	  automatic	  calibration	  matching	  technique	  
l	  	  Precise	  professional	  color	  management	  	  
l	  	  Super	  speed	  image	  processing	  and	  transmission	  technique	  
l	  	  SUPER	  MODE	  super	  diagnosis	  function	  	  	  	  
l	  	  Original	  OLED	  screen	  state	  notification	  system	  	  	  
l	  	  Ultraviolet	  ray	  controlled	  technology	  	  
l	  	  Multiple	  medical	  equipment	  display	  curves	  
l	  	  Suspended-‐height	  base	  positioning	  
	  
Specifications:	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  
Model	  E-‐3M21C	  
Body	  color	  Black	  
Screen	  size(diagonal)	  21.3	  inch	  
Display	  area	  size	  433.0×325.0mm	  
Display	  color	  color	  
Physical	  resolution	  	  
2048	  x	  1536(	  QXGA	  )	  
PPI	  120PPI	  
Luminance	  system	  WLED	  
LUT	  grayscale	  number	  12bit（4096	  tones）	  
Standard	  output	  luminance	  500cd/m2	  
Maximum	  luminance	  800cd/m2	  
Contrast	  1400:1	  
Viewing	  angle	  	  
89°/89°(H)-‐89°/89°(V)	  
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Response	  time	  35ms	  
Signal	  input	  port	  DVI-‐D（Dual	  Link）×2	  
Language:	  	  English	  
Pitch-‐row	  	  
VESA	  standard	  100×100mm	  
Power	  supply	  	  
External	  power	  adapter	  (DC	  input)	  
Certificate	  CCC、CE、FCC、ROHS、ISO9001	  
Warranty	  5	  years	  


